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Product data sheet
Characteristics

A9A15322
modular buzzer iRO - 230 V 50/60Hz - 70 dB

Main
Range of product Acti 9
Range Acti 9
Product name Acti 9 iRO
Product or component type Buzzer
Device short name IRO

Complementary
[Us] rated supply voltage 230 V AC 50/60 Hz
Power consumption 5 VA
Mounting mode Fixed
Mounting support 35 mm symmetrical DIN rail
9 mm pitches 2
Height 81 mm
Width 18 mm
Depth 72 mm
Colour White
Auxiliary connection terminal Tunnel type terminals 4 mm²

Environment
Noise level 70 dB
Type of sound Buzzer

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant  - since  1312  -  Schneider Electric declaration of conformity

 Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=124893345&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=124893345&lang=en-us
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Contractual warranty
Warranty period 18 months


